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COMMOM^ALTB ^ W^G/TVM 

DEPARTMENT OF ENVIRONMENTAL QUALITY 
PIEDMONT REGIONAL OFFICE 

Moiiy Joseph Ward 4949A Cox Road, Glen Allen. Virginia 23060 David K. Payior 
Secretary of Natural Resources (804) 527-5020 Fax (804) 527-5106 Director 

WWW.deq.virginia.gov Michael P. Murphy 
Regional Director 

May 8, 2015 

Mr. Robert McKinley 
Manager - Operations 
Kinder Morgan Southeast Terminals LLC 
Richmond Terminal 1 
2000 Trenton Ave. 
Richmond, VA 23234 

Dear Mr. McKinley: 

Location: Richmond City 
Registration No.: 50258 

Attached is a renewal of your Title V permit to operate a bulk petroleum terminal 
pursuant to 9 VAC 5 Chapter 80 of the Virginia Regulations for the Control and Abatement of 
Air Pollution. 

This permit contains legally enforceable conditions. Failure to comply may result in a 
Notice of Violation and civil penalty. Please read all conditions carefully. 

This approval to operate does not relieve Kinder Morgan Southeast Terminals LLC of the 
responsibility to comply with all other local, state, and federal permit regulations. 

Issuance of this permit is a case decision. The Regulations, at 9 VAC 5-170-200, provide 
that you may request a formal hearing from this case decision by filing a petition with the Board 
within 30 days after this permit is mailed or delivered to you. Please consult that and other 
relevant provisions for additional requirements for such requests. 

Additionally, as provided by Rule 2A:2 of the Supreme Court of Virginia, you have 30 
days from the date you actually received this permit or the date on which it was mailed to you, 
whichever occurred first, within which to initiate an appeal to court by filing a Notice of Appeal 
with: 

Mr. David K. Paylor, Director 
Department of Environmental Quality 
P.O.Box 1105 
Richmond, VA 23218 
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In the event that you receive this permit by mail, three days are added to the period in 
which to file an appeal. Please refer to Part Two A of the Rules of the Supreme Court of 
Virginia for additional information including filing dates and the required content of the Notice 
of Appeal. 

I f you have any questions concerning this permit, please contact the regional office at 
(804) 527-5020. 

KIW/AMS/50258_018_201£Title V permit renewal.docx 

Attachments: Permit 

The following federal regulations can be found at: 
http://www.gpo.gov/fdsys/search/showcitation.action 
Title 40, Chapter I , Subchapter C 

40 CFR 60 Subpart Ka 
40 CFR 60 Subpart Kb 
40 CFR 60 Subpart XX 
40 CFR 63, Subpart BBBBBB 
40 CFR 63, Subpart ZZZZ 

Sincerely, 

Kylfe Ivar Winter, P.E. ' 
U 

Deputy Regional Director 

cc: Chief, Air Enforcement Branch (SAP 13), U.S. EPA, Region III 
Inspector, Air Compliance 



Molly Joseph Ward 
Secretary of Natural Resources 
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COMMOAWE^LTB o/" WRG/NM 
DEPARTMENT OF ENVIRONMENTAL QUALITY 

PIEDMONT REGIONAL OFFICE 
4949A Cox Road, Glen Allen, Virginia 23060 

(804) 527-5020 Fax (804) 527-5106 
www.deq.virginia.gov 

David K. Paylor 
Director 

Michael P. Murphy 
Regional Director 

Federal Operating Permit 
Article 1 

This permit is based upon the requirements of Title V of the Federal Clean Air Act and Chapter 80, Article 1 of 
the Commonwealth of Virginia Regulations for the Control and Abatement of Air Pollution. Until such time as 
this permit is reopened and revised, modified, revoked, terminated or expires, the permittee is authorized to 
operate in accordance with the terms and conditions contained herein. This permit is issued under the authority 
of Title 10.1, Chapter 13, §10.1-1322 of the Air Pollution Control Law of Virginia. This permit is issued 
consistent with the Administrative Process Act, and 9 VAC 5-80-50 through 9 VAC 5-80-300 of the State Air 
Pollution Control Board Regulations for the Control and Abatement of Air Pollution of the Commonwealth of 
Virginia. 

Authorization to operate a Stationary Source of Air Pollution as described in this permit is hereby granted to: 

Permittee Name: 
Facility Name: 
Facility Location: 

Registration Number: 
Permit Number: 

Kinder Morgan Southeast Terminals LLC 
Kinder Morgan Southeast Terminals LLC - Richmond Terminal 1 
2000 Trenton Avenue 
Richmond, Virginia 

50258 ^ 
PRO50258 

This permit includes the following programs: 
Federally Enforceable Requirements - Clean Air Act (Condition numbers 1 through 96) 
State Only Enforceable Requirements (Condition number 97) 

May 11.2015 
Effective Date 

May 10. 2020 
Expiration Date. 

/C^tKfUb^ 
Kylejlvar Winter, P.E., Deputy Regional Director 

0 7 /n-f' i %>i f 

Signature Date 

Table of Contents, 1 page 
Permit Conditions pages 4 through 28. 
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Ead^ tv^nforma^on 

Permittee 
Kinder Morgan SoutheastTerminals LLC 
1000 Windward Concourse, Suite450 
Alpharetta,CA 30005 

Responsible CtTicial 
Mr.Robert McKinley 
Manager Operations 

Facility 
Kinder Morgan SoutheastTerminals LLC 
RichmondTerminall 
2000TrentonAvenue 
Richmond,VA23234 

Contact Person 
Mr.LPatrick Davis 
Senior EHS Specialist 
(804)743-5778 

County-Plant ldentiticationNumber:760-0098 

Facility Descrmtion:NAlCS493190^Petroleum Bulk Termin^l^^^^^ 
gasoline tromapipeline and distribute to the truck loading rack (LRT). The gasoline additive 
tanks receive additivesfromtankertrucks that are mixed at the loading rack while loading. 
Petroleum products can be unloadedfrom the barge loading rack (LRB)to the tanks. Denatured 
ethanol is delivered via tank truck and can also be delivered by barge. Casoline vapors are 
controlled at the truck loading rack withavaporrecovery unit (VRU),andaback-up vapor 
combustion unit (VCL1). Loading ofdistillate product onto barges is permitted without controls. 

TheracilityisaTitleVMajorsourceofVCC. KinderMorganSoutheastTerminalsLLCis 
located in an attainment area tor all pollutants. LhetacilityislocatedintheCityofRichmond 
ozone maintenance area. 
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^ ^ ^ ^ ^ ^ ^ t ^ ^ i ^ ^ ^ ^ 
^ t t ^ 

T01^T22 

1. Process Equipment Petroleum Product StorageTanks^Limitations^Emission 
Controls-The gasoline storage tanks(T-01,T-02,T-04,T-07,andT-17)thataresub^ectto, 
and comply with, the control requirements of 40 CPR Subpart Kb,will be deemed in 
compliance withMACTSubpartf3888f38 4̂0 CTR 63.11087(f)L 
(9VAC5-80-110and9VAC 5-60-100) 

2 Process Equipment^Petroleum Product StorageTanks-Limitations^Emission 
Controls-Lach internal floating roof shall be floating on the liquid surface at all times, 
except during initial fi l l and during those intervals when the storage vessel is completely 
emptied or subsequently emptied and refilled. 
(9VAC5-50-410and9VAC5-80-110) 

3 Process Equipment^Petroleum Product StorageTanks^Limitations^Emissio^ 
Controls-Volatile organic compound emissionsfromTanksT-01,T-02,T-04,T-07 andT-
17shall be controlled by thefollowing: 

a. Total surface contact internal floating roofs^ 

b. Primary rim seals installed between the wall ofthe storage tank and the edge of the 
internal floating rooftank and are liquid-mounted^ 

c. Secondary rim sealŝ  

d. A gasket on the automatic bleeder vents and total closurefor the vents except when the 
roofis being floated offor is being landed on the roofleg supportŝ  

e bolted covers on each access hatch and automatic gauge float well except when they 
areinuse^ 

f A gasket on the rim space vents and total closurefor the vents except only when the 
internal floating roofis not floating or at the manufacturer^srecommended settings 

g. A slitfabric cover that covers at least 90 percent ofthe sample well openings 

h. A flexiblefabric sleeve seal oragasketed sliding cover on each columns 

i . A gasketed sliding coverforeach ladders and 

.̂ A cover or lid equipped withagasketfor each opening in the internal floating roof 
exceptfor leg sleeves, automatic bleeder vents, rim space vents, column wells, ladder 
wells, sample wells, and stub drains and total closure (i.e.,no visible gap)for each 
opening except when the device is in actual use. 

(9VAC5-80-110and9VAC5-50-410) 

4 Process Equipment Petroleum Product and Additive StorageTanks^Limitations 
Operational Limitation-The permittee shall store only thefollowing specifically permitted 



Kinder Morgan Southeast Terminals LLC - Richmond Terminal 1 
Permit Number: PRO50258 

Page 5 

product or products with lower hourly emissions for all regulated air pollutants under 
identical storage conditions in each storage tank: 

Tank Number Allowed Product 
1,2,3,4, 7, 8, 9, 10, 12, 13, Gasoline (including interface, Non-HAP VOCs and 
16,17 denatured ethanol) 

1,2,3, 4, 5, 6, 7, 8, 9, 10, 11, Petroleum Distillates 
12,13,16,17,18 

19, 20, 21 Gasoline Additives, as described in Condition 6. 
(9 VAC 5-80-110 and Condition 8 of 3/30/15 Permit) 

5. Process Equipment - Petroleum Product Storage Tanks - Limitations - Operational 
Limitation - Roof landings shall not occur more than 44 times annually for all of the 
facility's storage tanks combined. 
(9 VAC 5-80-110 and Condition 9 of 3/30/15 Permit) 

6. Process Equipment - Additive Storage Tanks - Limitations - Operational Limitation -
The gasoline additives stored in Tanks T-19, T-20, and T-21 shall have a vapor pressure of 
not more than 1.0 psi at actual storage conditions. Storage of an additive with a higher vapor 
pressure may require a permit amendment. 
(9 VAC 5-80-110 and Condition 11 of 3/30/15 Permit) 

7. Process Equipment - Petroleum Product and Additive Storage Tanks - Limitations -
Throughput Limitations - The annual throughput of petroleum products stored in the tanks 
at the terminal shall not exceed the limitations specified below, calculated as the sum of each 
consecutive 12 month period: 

Product Annual Limitation 
Gasoline (including Non-HAP VOC 

and denatured ethanol) 1,268,000,000 gallons/year 

Interface (via pipeline) 280,000,000 gallons/year 

Petroleum Distillates 337,000,000 gallons/year 
Additive 1,000,000 gallons/year 
(9 VAC 5-80-110 and Conditions 15 and 16 of 3/30/15 Permit) 

8. Process Equipment - Petroleum Product and Additive Storage Tanks - Limitations -
Emissions Limitations - Emissions from the operation of each storage tank shall not exceed 
the limits specified below. These limitations are included for emissions inventory purposes 
only. Compliance shall be determined by limitations listed in Conditions 17, 4, 6, and 7. 

Volatile Organic Compound Emissions 
Tank No. lbs/hr tons/yr 

1 3.4 0.3 
2 2.9 2.8 
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Volatile Organic Compound Emissions 
Tank No. Ibs/hr tons/yr 

3 1.9 0.2 
4 3.2 0.3 
5 25.2 0.5 
6 67.0 1.2 
7 6.2 5.0 
8 5.0 0.9 
9 4.5 0.8 
10 8.1 6.9 
11 122.9 2.3 
12 8.2 7.8 
13 3.3 2.2 
16 8.1 7.4 
17 1.2 5.3 
18 21.0 0.4 
19 2.5 0.1 
20 2.3 0.1 
21 2.5 0.1 
22 0.3 0.1 

(9 VAC 5-80-110 and Condition 17 of 3/30/15 Permit) 

9. Process Equipment - Petroleum Product Storage Tanks - Limitations - Emissions 
Limitations - The emissions from roof landings shall not exceed the limits specified below: 

Volatile Organic Compounds 247.4 lbs/hr 24.1 tons/yr (9 VAC 5-50-260) 

The permittee shall maintain records of emission data and operating parameters as necessary 
to demonstrate compliance with this condition. 
(9 VAC 5-80-110 and Condition 18 of the 3/30/15 Permit) 

10. Process Equipment - Petroleum Product Storage Tanks - Testing and Monitoring 
Procedures - NSPS Subpart Kb Requirement - The permittee shall visually inspect the 
internal floating roofs, the primary seals, and the secondary seals for Tanks T-01, T-02, T-04, 
T-07 and T-17 as required by 40 CFR Part 60 Subpart Kb, §60.113b(a)(l) prior to filling 
each petroleum product storage tank with liquid product. Additionally, the permittee shall 
repair any holes, tears, or other openings in the primary seal, secondary seal, or the seal 
fabric or defects in the internal floating roof or both for each petroleum product storage tank 
before filling the petroleum product storage tank. 
(9 VAC 5-50-410, 9 VAC 5-80-110, and Condition 5 of the 3/30/15 Permit) 

11. Process Equipment - Petroleum Product Storage Tanks - Testing and Procedures -
NSPS Subpart Kb Requirement - The permittee shall visually inspect through manholes 
and roof hatches on the fixed roof of the internal floating roofs, the primary seals, and 
secondary seals for Tanks T-01, T-02, T-04, T-07 and T-17 at least once every 12 months 
after initial f i l l as required by 40 CFR Part 60 Subpart Kb, §60.113b(a)(2). 
(9 VAC 5-50-410, 9 VAC 5-80-110, and Condition 6 of the 3/30/15 Permit) 

12. Process Equipment - Petroleum Product Storage Tanks - Testing and Procedures -
NSPS Subpart Kb Requirement - The permittee shall, within 45 days as required by 40 
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CFR Part 60 Subpart Kb, §60.113b(a)(2), repair or empty and remove tbe affected petroleum 
product storage tank (T-01,T-02,T-04,T-07 andT-17)fromservicefortbefollowing: 

a. Iftbe internal floating roofis not resting on tbe surface oftbe liquid product inside tbe 
petroleum storage tank̂  

b. Tbere is liquid accumulated on tbe roof^ 

c. Tbesealisdetacbed^or 

d. Tbere are boles or tears in tbe sealfabric. 
(9VAC5-50-410,9VAC5-80-110,andCondition7oftbe^0/15Permit) 

13. Process Equipment-^Petroleum Product StorageTanks^Limitations^NSPS Subpart 
Kb Requirement-Tbe permittee sball apply to tbe DLC^fora30 day extension i f tbe items 
listed in Condition 12cannot be repairedfor tbe applicable tanks (T-01,T-02,T-04,T-07 and 
T-17) or tbe applicable tanks (T-01,T-02,T-04,T-07andT-17) cannot be emptied and 
removedfrom service witbin45 days. Tbe request tor an extension may be contained in tbe 
inspection report required by 40 CFR Part 60 Subpart Kb, §60.115b(a)(3). Tbis request must 
document tbat alternate storage capacity is unavailable and must specifyascbeduleof 
actions tbe company will take tbat will assure tbat tbe control equipment will be repaired or 
tbe tank will be emptied as soon as possible. A copy oftbis request sball also be sent to tbe 
LPAat tbe electronic address listed in Condition72.g. 
(9VAC5-50-410and9VAC5-80-110) 

14. ProcessEquipment Petroleum Product StorageTanks Testing and Procedures^ 
NSPS Subpart Kb Requirement-Tbe permittee sball visually inspect, as required by 40 
CFR Part 60 Subpart Kb, §60.113b(a)(4), tbe internal floating roofs, tbe primary seals, tbe 
secondary seals, gaskets, slotted membranes and sleeve sealsforTanksT-01,T-02,T-04,T-
07 andT-17eacb time tbe tank is emptied and degassed. 
(9VAC5-80-110and9VAC 5-50-410) 

15. ProcessEquipment Petroleum Product StorageTanks Periodic Monitoring-Tbe 
permittee sball conduct tbe inspections required by Conditionl4ataminimum of everylO 
yearsasrequiredby40CFRPart60SubpartKb,§60.113b(a)(4). 
(9VAC5-80-110,9VAC5-50-410,and9VAC 5-50-20F) 

16 ProcessEquipment Petroleum Product StorageTanks^Eimitations Rule 4-^7 
Requirements For eacb tank equipped wimafixedrooftbat is also equipped witb an 
internal floating roof, tbe permittee sball performacomplete inspection of tbe cover and seal 
wben tbe tank is emptiedfor non-operational reasons sucb as maintenance, an emergency,or 
otber similar purposes. Tbe permittee sball record tbe condition oftbe cover and seal. 
(9VAC5-80-110and9VAC 5-40-5220.A.4.b) 

17.ProcessEquipment Petroleum Product StorageTanks-^ Limitations Rule 4-^7 
Requirements by Reference-Wbenstoringaproductwitbavapor pressure of l .5 psia or 
bigber,TanksT-01,T-02,T-03,T-04,T-07,T-08,T-09,T-10,T-12,T-13,T-16andT-17 
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shall comply with all applicable requirements of9VAC5-40-5200et.seq.(Rule 4-37). ^be 
tanks shall be provided with adequate accessfor inspection. 
(9VAC5-80-110andCondition2ofthe3/30/15Permit) 

18. Process Equipment^Petroleum Product StorageTanks^Eimitations^NSPS 
Requirements by Reference-Except where this permit is more restrictive than the 
applicable requirement,TanksT-01,T-02,T-04,T-07andT-17shallbeoperated in 
compliance with the NSPS requirements ofSubpartKb^andT-03 shall be operated in 
accordance with the NSPS requirements ofSubpartKa as applicable. 
(9VAC5-80-110,9VAC5-50-410andCondition24ofthe3/30/15Permit) 

EProcess Equipment Petroleum Product StorageTanks^MACT Requirements^ 
Requirements by Reference^The gasoline storage tanks at this facility must meet the 
requirements ofMACTSubpartf388f388 4̂0 CTR 63.11087L 
(9VAC5-80-110and9VAC 5-60-100) 

20.Process Equipment Petroleum Product StorageTanks Recordkeeping-The 
permittee shall maintain records ofemission data and operating parameters as necessary to 
demonstrate compliance with this permit The content andformat ofsuch records shall be 
arranged with the Director,Piedmont Region. These records shall include, hut are not 
limited to: 

a The yearly throughput ofinterface via pipeline, calculated monthly as the sum of each 
consecutive 12month period, expressed in units to determine compliance. 

b. Records ofthe type ofvolatile organic liquids stored in each tank, the period ofstorage, 
and the average vaporpressureoftheliquidfor the time period Available data on Reid 
vapor pressure for each volatile organic liquid and calendar month average temperature 
from the NationalWeather service may be used as sources ofinformation. 

c. Records of the HAP content ofthe volatile organic liquids stored at thefacility. 

d. Performance test records and results. 

e. Records demonstrating compliance with9VAC5-40-5200et.seq. (Rule 4-37), 
including: 

i . Listing of each exempt tank and reasonfor exemption 

i i . VOC standard to which each applicable tank is subject 

i i i . Method under9VAC 5-40-5230 which is used to meetthe applicable VOC 
standard or alternative control demonstration 

f Tank inspection reports pursuant to9VAC 5-40-5200et.seq. (Rule 4-37). 

g. Monthly inspection records pursuant to 63.11092(e). 

h. Recordsforthe landings of the storage tanks, indicating the number oflandings and 
estimated emissions associated with the landings. 

i Recordsforthe inspections and associated repairs as required by ConditionslO,!!,and 
14 
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^ All records required by MACTSubpart88f38138, 40 CFR 63.11094. 

These records shall be availablefor inspection by the DLC^ and shall be retained fbrthe most 
recent five years. 
(9VAC5-40-5200,9VAC5-50-410,9VAC5-80-110,9VAC5-60-100andCondition26 
of3/30/15Permit) 

21. Process Equipment^Petroleum Product StorageTanks-Testing-The permitted 
facility shall be constructed so as to allow for emissions testing at any time using appropriate 
methods. Upon request from the Department, test ports shall be provided at the appropriate 
locations. 
(9VAC5-80-110) 

22. Process Equipment^Petroleum Product StorageTanks^Testing-lf testing is 
conducted in addition to the monitoring specified in this permit, the permittee shall use the 
appropriate method(s)in accordance with procedures approved by the DLC .̂ 
(9VAC5-80-110) 

^ r o ^ ^ ^ ^ r ^ ^ ^ t ^ ^ ^ r e t ^ e ^ ^ o ^ ^ 
LRT3^LRT 

23. ProcessEquipment-^LoadingRacks^Limitations Emission Controls-Volatile 
organic compound (VCC)emissionsfrom loading products withavaporpressure of f .5 psia 
or higher at the truck loading rack (LRT) shall be controlled byavapor recovery system 
utili^ingavapor absorption recovery unit (VRU)and/oravapor control unit (VCU)^thermal 
oxidi^ertype)(collectively the Vapor RecoverySystem). The emissions to the atmosphere 
from eithertheVCU or VRU stacks due to loading shall not exceed 0.0837 lbs/1000 gallons 
loaded(10mg/liter loaded). In the event offailureofthe permanent vapor recovery system, 
amobilecombustor may be used as specified in the permit application. The permittee shall 
notify the Director, Piedmont Regional Office within4hours of any malfunction of control 
equipment as specified elsewhere in this permit. 
(9VAC5-80-110,9VAC5-50-410,andCondition3ofthe3/30/15Permit) 

24. Process Equipment^Loading Racks ̂ Limitations^Operation-The permittee is 
authorised to offload gasoline (including interface, Non-HAP VOCs and denatured ethanol) 
and distillate petroleum products at the LRf3.Achange in the products offloaded may require 
apermit to modify and operate. 
(9VAC5-80-110andConditionl0of3/30/15Permit) 

25. Process Equipment-^Loading Racks ̂ Limitations Operations-The permittee is 
authorised to transfer gasoline (including interface, Non-HAP VOCs and denatured ethanol), 
petroleum distillates, and additive at the LRT. A change in the products loaded may require 
apermitto modify and operate. 
(9VAC5-80-110and Condition 12 of3/30/15Permit) 
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26. Process Equipment^Loading Racks ̂ Limitations Operations-The permittee is 
authorised to transfer gasoline at the truck loading rack (LRT) only into vapor-tight gasoline 
tank trucks, as defined by 40 CFR 60.501. 
(9VAC5-80-110,9VAC5-50-410,andConditionl3of3/30/15Permit) 

27. Process Equipment^Loading Racks-Limitations^Throughput-The annual 
throughput of petroleum products through the LRTand the LR13 at the terminal shall not 
exceed the limitations specified below, calculated as the sum of each consecutive!2 month 
period: 

Product Annual Limitation 
Gasoline (including interface, Non-FlAPVCCs, 
and denatured ethanol at the LRT) 1,268,000,000 gallons/year 

PetroleumDistillates(LRT^LRf3combined) 337,000,000 gallons/year 

Additive(LRT) 1,000,000 gallons/year 

(9VAC5-80-110andConditionl4ofthe3/30/15Permit) 

28. Process Equipment^Loading Racks ̂ Limitations Emissions-Stack emissionsfrom 
the operation oftheLRTwhen loading products withavapor pressure o f l .5 psia or higher 
shall not exceed the limits specified below. 

VolatileCrganic Compounds 9.0 lbs/hr 53.1 tons/yr(9VAC 5-50-260) 
0.0837 lbs/1000 gallons(10mg/liter) 

These emissions are derivedfrom the estimated overall emission contributionfrom operating 
limits. Exceedance ofthe operating limits shall be considered credible evidence of the 
exceedance of emission limits. Compliance with these emission limits shall he determined as 
stated in Condition numbers 23,25,27,and 44. 
(9VAC5-80-110, and Condition 19ofthe3/30/15Permit) 

29ProcessEquipment Loading Racks Limitations Emissions Stack emissionsfrom 
the operation of the LRTwhen performing submerged loading ofpetroleum distillates shall 
not exceed the limits specified below. 

Volatile Organic Compounds 4.1 lbs/hr 2.4tons/yr(9VAC 5-50-260) 
0.0142 lbs/1000gallons(1.7mg/liter) 

These emissions are derivedfrom the estimated overall emission contributionfrom operating 
limits. Lxceedanceofthe operating limits shall be considered credible evidence ofthe 
exceedance of emission limits. Compliance with these emission limits shall be determined as 
stated in Condition numbers 25,27,and 44. 
(9VAC5-80-110andCondition20ofthe3/30/15Permit) 

30. Process Equipment - Loading Racks -Limitations - Emissions - Fugitive emissions from 
the operation of the LRT shall not exceed the limits specified below: 
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Volatile Organic Compounds 11.73 lbs/hr 68.9 tons/yr 
0.109 lbs/1000 gallon(13mg/liter) 

These limitations are includedfor emissions inventory purposes. Compliance shall be 
determined by limitations listedin Conditions 25,26, 27,and 44. 
(9VAC5-80-110andCondition21ofthe3/30/15Termit) 

31. Process Equipment-Loading Racks-Limitations-Visible Emissions-Visible 
emissionsfrom the vapor collection system shall not exceed5percent opacity as determined 
bytheLPAMethod9(reference40CFR60,AppendixA). 
(9VAC5-80-110andCondition23ofthe3/30/15Permit) 

32. Process Equipment-Loading Racks-Limitations-Loadings ofliquid product into 
gasoline tank trucks shall be limited to vapor-tight gasoline tank trucks using thefollowing 
procedures: 

a. The owner or operator shall obtain the vapor tightness documentation described in§ 
60.505(b)for each gasoline tank truck which is to be loaded at the affectedfacility. 

b. The owner or operator shall require the tank identification number to be recorded as 
each gasoline tank truck is loaded at the tacility. 

c. The owner or operator shall cross-check each tank identification number obtained in 
paragraph 32.bofthis section with the file oftank vapor tightness documentation 
within2weeks after the corresponding tank is loaded. 

d. The terminal owner or operator shall notify the owner or operator of each nonvapor-
tight gasoline tank truck loaded at the facility within three weeks afterthe loading has 
occurred. 

e. Each calendar month, the vapor collection system, the vapor processing system, and 
each loading rack handling gasoline shall be inspected during the loading of gasoline 
tank trucksfor total organic compounds liquid or vapor leaks. Tor purposes of this 
paragraph, detection methods incorporating sight, sound or smell are acceptable. Each 
detection ofaleak shall be recorded and the source ofthe leak repaired withinl5days 
after it is detected. 

f. The owner or operator shall take steps assuring that the non vapor-tight gasoline tank 
truck(s)will not be reloaded at thefacilityuntilvaportightnessdocumentationfor that 
tank is obtained. 

g. The owner or operator shall act to assure that loading ofgasoline tank trucks at the 
facility are made only into tank trucks that are compatible with the terminal^svapor 
collection system. 

h. The owner or operator shall act to assure that the terminal'sand tank truck'svapor 
collection system are connected during each loading ofagasoline tank truck at the 
facility. 

i . Each vapor collection system shall be designed to prevent any total organic compounds 
vapor collected at one loading rackfrom passing to another loading rack. 
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^ The vapor collection and liquid loading equipment shall be designed and operated to 
prevent gauge pressure in delivery tankfrom exceeding 450 mm ofwater during 
product loading. 

k. No pressure vacuum-vent in the bulk gasoline terminaFsvapor collection system shall 
begin to open at system pressure less than450 mm of water. 

^VAC5-80-110,9VAC 5-60-100 and9VAC5-50-410) 

33. Process Equipment-Loading Racks-Limitations-NSPS Requirements-
Requirements by Reference-Fxcept where this permit is more restrictive than the 
applicable requirement, the loading rack LRT shall be operated in compliance with the 
requirements of40 CFR 60, Subpart XX. 
^VAC5-80-110,9VAC5-50-410andCondition24ofthe3/30/15Permit) 

34. Process Equipment-Loading RackLRT-MACT Requirements-Requirements by 
Reference-Fxcept where this permit is more restrictive than the applicable requirement, the 
truck loading rack LRT must meet the requirements ofMACT Subpart f3f3f3f3f3f3. 
^VAC5-80-110and9VAC 5-60-100) 

35. Process Equipment-Loading Racks-Monitoring^-Once per calendar month, while the 
unit is operating, the permittee shall performavisible emissions observation on the vapor 
collection system to determine i f i t is in compliance with the opacity limit in Condition31. 
(9VAC5-80-110) 

36. Process Equipment-Loading Racks-Monitoring-Fachcalendarmonth, the vapor 
collection system, the vaporprocessing system, and each loading rack handling gasoline shall 
be inspected during the loading ofgasoline tank trucksfortotal organic compounds liquid or 
vapor leaks. Forpurposesofthis paragraph, detection methods incorporating sight, sound or 
smell are acceptable. Each detection ofaleak shall be recorded and the source of the leak 
repaired within!5days after it is detected as per 40 CFR 60.502^.Whenaleak cannot be 
repaired within 15days, the permittee shall notify the compliance manager ofthe Piedmont 
Regional Notice. The notification shall state the circumstances ofthe leak and the reason 
repair cannot be made within the prescribed!5day timeframe Ascheduleforrepair must 
accompany the notification. 
^VAC5-80-110,9VAC5-50-410andCondition4ofthe3/30/15Permit) 

37ProcessEquipment-LoadingRacks-Monitoring-The permittee shall equip the VCU 
with an ultraviolet flame scanner (UFS) to monitorpresence of the pilot flame ona 
continuous basis when the system is operating The UFS shall monitorthe presence ofthe 
pilot flame in the VCUonacontinuous basis during VCU operation. The permittee shall 
verify the calibration ofthe UFS during the semiannual preventative maintenance period 
usingavoltagemeterprovidedbythe ultraviolet flame vendor. The permittee shall keepa 
log ofthe result ofUFS flame status indicator and pilot flame checks. 
(9VAC5-80-110) 

38.Process Equipment-Loading Racks-Monitoring-The permittee shall perform an 
inspectionforverification of operation statusoftheVCU each day the VCU is operating 
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The inspection shall include visual verification that the VCU flame is on during the product 
loading cycle. 
(9VAC5-80-110) 

39. Process Equipment-Loading Racks-Monitoring-The control equipment referenced in 
Condition 23,used to control vapors during the loading and unloading of gasolinefrom the 
trucks at the loading rack (LRT), shall be monitored to determine ifthe control equipment is 
working properly as per Conditions 40 or41. 
(9VAC5-80-110) 

40. Process Equipment-LoadingRacks-Monitoring-TheVCU temperature shall be 
monitored to verify that it operates at equal to or greaterthan the stack temperature 
established during the most recent stack test. The control equipment sensors shall he located 
in the outlet duct or stack, and the minimumfrequency of sampling shall he hourly. 
Temperature monitoring may he performed manually,continuouslyonachart or hyadata 
acquisition system. 
(9VAC 5-80-110) 

41. Process Equipment-Loading Racks-Monitoring-At all times that the VRU is 
operating,volatile organic compound and total organic compound emissions through the 
VRU must be monitored by eitheraflame ionization detector (TlD),aphoto ionization 
detector (P1D), or infrared detector (1R). The control equipment sensors shall be located in 
the outlet duct or stack, and the minimum samplingfrequency shall be hourly.Monitoring 
may he performed manually,continuouslyonachart or hyadata acquisition system. 
(9VAC5-80-110) 

42. Process Equipment-Loading Racks-Monitoring-lf monitoring done in Condition39 
shows that the VRU or VCU is not operating correctly,action shall be taken to minimise 
excess emissions. This may include timely correction ofthe problem, stopping activity at the 
loading rack (LRT), shumng off the VCU vapor stream, employingabackup portable VCU, 
or other, similarprocedure. Records shall be kept ofthe date, time, description ofthe 
problem, and action taken to resolve the problem. 
(9VAC5-80-110) 

43. Process Equipment-Loading Racks-Monitoring-The permittee shall implementa 
preventative maintenance schedule on the VCU and the UTS ataminimum of semi-annually. 
(9VAC5-80-110) 

44 Process Equipment Loading Racks Recordkeeping The permittee shall maintain 
recordsof emission data and operating parameters as necessary to demonstrate compliance 
with this permit. The content andformat of such records shall be arranged with the director, 
Piedmont Region. These records shall include, but are not limited to: 

a. The yearlytlu^oughput of gasoline (to include interface, ethanol andnon-HAP^BCC's), 
additive, and petroleum distillates loaded at the truck loading rack, calculated monthly 
as the sum of each consecutive 12month period, expressed in units to determine 
compliance. 
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b. The yearly throughput ofpetroleum distillates loaded at the barge loading rack, 
calculated monthly as the sum of each consecutivel^month period, expressed in units 
to determine compliance. 

c. Records ofthe annual certification testing as required by 40 CER 60.505for each 
gasoline cargo tank loaded at the facility,including, but not limited to, the date ofthe 
most recent annual certification test and the test results. These records may he kept at 
an alternate location so long as they can he supplied upon request to the Director, 
Piedmont Region withinlObusiness days. 

d. Monthly leak inspection records pursuant to 40 CTR 60.502^) in Condition 32.e. 

e. Process and instrumentation drawingfor the vapor recovery system (VRUand^BCU) 
for the latest performance test andacurrent process and instrumentation drawing. 

f. Operation and control device monitoring records for the loading rack. 

g. Visible Emissions Observations as described in Condition35. 

h. Tog ofUPS flame status indicator and pilot flame checks as described in Condition 37. 

i . Temperature monitoring records as described in Condition 40. 

.̂ VOC and TOC monitoring results as described in Condition41. 

k. Scheduled and unscheduled maintenance, and operator trainingfor the vapor recovery 
unit and the vapor combustion unit. 

1. Results of all stack tests,visible emission evaluations and performance evaluations. 

These records shall be availablefor inspection by the DEĈ  and shall be retainedfor the most 
recent five years. 
^VAC5-80-900,9VAC5-40-5200,9VAC5-50-410,9VAC5-80-110andCondition26 
of3/30/15Permit) 

45.Process Equipment-Loading Racks-TestMethods-When requested, theVRU shall be 
stack tested to demonstrate that maximumTOC emissions through the unit do not exceedlO 
mg/1 loaded.Thefollowing test methods and procedures shall be usedfrom 40 CER Part 60, 
AppendixAand Subpart XX: 

a. Method 27-VaporTightness of CasolineDeliveryTrucks using PressureVacuum 
Test 

b. Method 25-DeterminationofTotal Caseous Nonmethane Organic Emissions as 
Carbon. 

c. Method^l Determination ofVolatile Organic Compound Teaks. 

d. Methodic-Measurement of Caseous Organic Compound Emissions by Cas 
Chromatography. 

e. Method 2A-Direct Measurement ofCas Volume through pipes and small ducts 
(9VAC 5-80-110, 5-50-410, and^VAC 5-40-5290) 
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46. Process Equipment-EoadingRacks-Testing-8eginningon^anuary7,2008and once 
every 60 months thereafter, the permittee shall conduct performance tests for volatile organic 
compoundsfromtheVRU/VCU stack while loading gasoline to determine compliance with 
the emission limits contained in Condition 28. Tests shall be conducted and reported and data 
reduced as set forth in9VAC5-50-30, and the test methods and procedures contained in 
each applicable section or subpart listed in^VAC 5-50-410. The details ofthe tests are to be 
arranged with the Director, Piedmont Region. Thepermitteeshallsubmitatestprotocol at 
least 30 days prior to testing to the Director,Piedmont Region. One copy ofthe test results 
shall be submitted to the Director, Piedmont Region within 45 days after test completion and 
shall conform to the test report format enclosed with this permit. 
(9VAC 5-50-30,9VAC 5-80-1200,9VAC5-50-410,9VAC5-80-110andConditi^n29of 
3/30/15Permit) 

^ o ^ ^ ^ t t i ^ ^ ^ ^ ^ n ^ e ^ ^t^er^ 
E l 

47. Process Equipment Emergency Diesels 
Except where this permit is more restrictive than the applicable requirement, the emergency 
dieselfoam-pump engine (E-l)shall be operated in compliance with the requirements of 40 
CER60,Subpartllll. 
(9VAC5-80-110) 

48 Process Equipment Emergency DieselEoam-Pump Requirements by Reference-
Except where this permit is more restrictive than the applicable requirement, the emergency 
dieselfoam-pump engine (E-l)shall be operated in compliance with the requirements of 40 
CER63,SubpartZZZZ. 
(9VAC 5-80-110) 

49ProcessEquipment Emergency DieselEoam-Pump NSPS Requirements The 
permittee shall purchase onlyacertified engine and maintain USEPACertificates of 
Conformity that demonstrate compliance with the applicable emission limits based on the 
year of engine manufacture. 
(9VAC5-80-110and 40 CTR 60.4202 and 40 CER 60.4211(c)) 

50. Process Equipment-Emergency DieselEoamPump-NSPSRequirements-The 
emergency dieselfoam-pump engine (E-l)shall meet the emission standards applicable to 
that engine based on its rated capacity and use. 
(9VAC5-80-110and 40 CTR 60.5205) 

51ProcessEquipment Emergency DieselEoam-Pump NSPS Requirements The 
owner/operator of the dieselfoam-pump engine (E-l)shall operate and maintain the unit so 
that it achieves the emission standards as required in 40 CER 60.4205 overthe entire life of 
the engine. 
(9VAC5-80-110and40CER 60.4206) 
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52.Process Equipment-Emergency DieselEoam-Pump-NSPSRequirements-Thediesel 
foam-pump engine (E-l)shall use ultra-low sulfur dieselwithasulfurcontentof no rnore 
than 0.0015percent by weight. 
(9VAC5-80-110and40CTR 60.4207 and40CTR 80.510) 

53 Process Equipment-Emergency DieselEoam-Pump-NSPSRequirements-Thediesel 
foam-pump engine (E-l)shall be operated withanon-resettable hour meter. 
(9VAC5-80-110and 40 CTR 60.4209) 

54Process Equipment-Emergency DieselEoam-Pump-NSPSRequirements-The 
permittee shall install, configure, operate, and maintain the control devices on the diesel 
foam-pump engine (E-l)as recommended by the manufacturer and only change the 
emission-related settings that are allowed by the manufacturer. 
(9VAC5-80-110and40CTR 60.4211(a)) 

55.Process Equipment^Emergency DieselEoam-Pump-NSPS/MACT Requirements-
rllours of Operation-During emergency situations, there is no limitation on the hours of 
operation of the emergency dieselfoam-pump engine (E-l). The dieselfoam-pump engine is 
limited tolOO hours of operation^yrfor maintenance, testing, and emergency demand 
response, including 50 hours ofoperation/yrfornon-emergencysituations(not including 
peak shaving, nonemergency demand response, or as part ofafinancial arrangement with 
another entity)andfor local reliability. I f the dieselfoam-pump engine (E-l)is not operated 
as per 40 CTR63.4211(f)(l)through (3), the engine is not considered an emergency unit as 
must meet the requirementsfornon-emergency engines. 
(9VAC5-80-110,40CTR60.4211(f),and40CTR 63.6640(f)) 

56 Process Equipment Emergency DieselEoamPump NSPS/MACT Requirements 
Recordkeeping-The permittee shall monitor and maintain records ofthe hours of 
operationByear, the reasonfor operation, andareason why the operation was an emergency. 
These records shall be accessiblefor at least5yearsafterthe date of each occurrence, 
measurement, maintenance activity,corrective action, report, or record. 
(9VAC5-80-110,40CTR 60.4214(b), 40CTR63.6655(f))and40CTR 63.6660(c)) 

57Process Equipment-Emergency DieselEoam-Pump-MACTRequirements-The 
permittee shall perform thefollowing maintenance activitiesfor the dieselfoam-pump engm 

a. Change the oil and filter every 500 hours ofoperation or annually, whichever comes 
firsts 

b. Inspect the air cleaner every 1,000 hours of operation or annually,whichever comes 
first, and replace as necessary-

c. Inspect all hoses and belts every 500 hoursof operation or annually, whichever comes 
first, and replace as necessary. 

(9VAC5-80-110and40CTR 63.6603) 
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58. Process Equipment-Emergency DieselEoam-Pump-MACTRequirements-lf the 
permittee starts up the new or reconstructed stationary RICE, located at an area source of 
HAP emissions, after ^anuaryl8, 2008,the engine must be in compliance with applicable 
emission limitations and operating limitations in MACT Subpart ZZZZ by the startup ofthe 
engine. 

(9VAC5-80-110and40CTR 63.6595(a)(7)) 

^ ^ i ^ ^ i ^ ^ o ^ i t i o n ^ 
59. Facility ^ideEimitations-ManagementPractices-The owner/operator ofthefacility 

must, at all times, operate and maintain any affected source, including associated air 
pollution control equipment and monitoring equipment, inamanner consistent with safety 
andgood air pollution control practicesfor minimising emissions. 
(9VAC5-80-110and9VAC 5-60-100) 

60. Eacility^VideEimitations-EmissionEimits-Emissionsfrom the operation ofthe bulk 
terminal shall not exceed the limits specified below: 

Volatile Organic Compounds 384.6 lbs/hr 198.2 tons/yr 

These emissions are derivedfrom the estimated overall emission contributionfrom operating 
limits. Exceedance ofthe operating limits shall be considered credible evidence ofthe 
exceedance of emission limits. Compliance with these emission limits shall be determined as 
stated in Condition numbers4through 9^17^23 through 30̂  and 36. 
(9VAC5-80-110andCondition22ofthe3/30/15Permit) 

61. Facility ^VideRecordkeeping-The permittee shall maintain recordsof all emission data 
and operating parameters necessary to demonstrate compliance with this permit. The content 
andformat of such records shall be arranged with the Director, Piedmont Regional Office. 
These records shall include, but are not limited to: 

a. Performance test records and results. 

b. Maintenance recordsfor all permitted equipment, as listed in Conditionlof the March 
30,2015permit. 

These records shall be available on sitefor inspection by the DEĈ  and shall be currentforthe 
most recent five(5) years. 
(9VAC 5-80-900,9VAC5-40-5200,9VAC5-50-410,9VAC5-80-110andCondition26 
of3/30/15Permit) 

62. Facility ^ideMonitoring-The owner or operator of thisfacility shall performamonthly 
leak inspection of all equipment in gasoline service as per MACT Subpart 8f3F3Ef3E f̂or 
Monitoring^0CFR63.11089T 
(9VAC5-80-110and9VAC 5-60-100) 
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63. Facility Wide Testing and Monitoring - The owner or operator of this facility shall comply 
with the requirements of MACT Subpart BBBBBB for testing and monitoring [40 CFR 
63.11092]. 
(9 VAC 5-80-110 and 9 VAC 5-60-100) 

64. Facility Wide Reporting - The owner or operator of this facility shall submit a semi annual 
compliance report and excess emission report to the Piedmont Regional Office as per 40 CFR 
63.11095(a) and (b). 
(9 VAC 5-80-110 and 9 VAC 5-60-100) 

65. Facility Wide Testing - The permitted facility shall be constructed so as to allow for 
emissions testing at any time using appropriate methods. Upon request from the Department, 
test ports shall be provided at the appropriate locations. I f testing is conducted in addition to 
the monitoring specified in this permit, the permittee shall use the appropriate method(s) in 
accordance with procedures approved by the DEQ. 
(9 VAC 5-80-110) 

Insignificant Emission Units 

66. Insignificant Emission Units - The following emission units at the facility are identified in 
the application as insignificant emission units under 9 VAC 5-80-720: 

Emission 
Unit No. 

Emission Unit Description Citation Pollutant(s) Emitted 
(9 VAC 5-80-720 B) 

Rated Capacity 
(9 VAC 5-80-720 C) 

T-16A Water Draw Tank 9 VAC 5-80-720.B.2 VOC 1,000 gallons 
T-17A Water Draw Tank 9 VAC 5-80-720.B.2 VOC 1,000 gallons 
T-24 Horizontal Fixed Roof Lubricity 

Additive Tank 
9 VAC 5-80-720.B.2 VOC 4,000 gallons 

T-26 Jet Fuel Deicer Additive Tank 9 VAC 5-80-720.B.2 VOC 2,000 gallons 
T-27 Red Dye Additive Tank 9 VAC 5-80-720.B.2 VOC 500 gallons 

OWS-1 Oil/Water Separator 9 VAC 5-80-720.B.2 VOC 20,000 gallons 
B-01 Rack Slop Tank 9 VAC 5-80-720.B.2 VOC 2,000 gallons 
B-02 Water Draw Tank 9 VAC 5-80-720.B.2 VOC 8,000 gallons 
T-28 Above-Ground Butane Tank 9 VAC 5-80-720.B.2 VOC 74,000 gallons 
T-29 Above-Ground Butane Tank 9 VAC 5-80-720.B.2 VOC 74,000 gallons 
T-30 Above-Ground Propane Tank (for 

VCU-1) 
9 VAC 5-80-720.B.2 , VOC 1,000 gallons 

T-31 Above-Ground Propane Tank (for 
VCU-1) 

9 VAC 5-80-720.B.2 VOC 1,000 gallons 

T-32 Sample Recovery Tank 9 VAC 5-80-720.B.2 VOC 80 gallons 
T-33 Sample Recovery Tank 9 VAC 5-80-720.B.2 VOC 80 gallons 
T-34 Dock Tank 9 VAC 5-80-720.A.72 VOC 2,000 gallons 
E-l Diesel-Fired Emergency Stationary 

Engine 
9 VAC 5-80-720.C.4.b NOx, S02, PM, CO, 

VOC 
26 kW 

These emission units are presumed to be in compliance with all requirements of the federal 
Clean Air Act as may apply. Based on this presumption, no monitoring, recordkeeping, or 
reporting shall be required for these emission units in accordance with 9 VAC 5-80-110. 
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Permit Shield & Inapplicable Requirements 

67. Permit Shield & Inapplicable Requirements - Compliance with the provisions of this 
permit shall be deemed compliance with all applicable requirements in effect as of the permit 
issuance date as identified in this permit. This permit shield covers only those applicable 
requirements covered by terms and conditions in this permit and the following requirements 
which have been specifically identified as being not applicable to this permitted facility: 

Citation Title of Citation Description of Applicability 
40 CFR 60 Subpart K Standards of Performance for 

Storage Vessels for Petroleum 
Liquids for Which Construction, 
Reconstruction, or Modification 
Commenced after June 11,1973 
and Prior to May 19, 1978 

This regulation applies to storage 
tanks that were constructed, 
reconstructed or modified 
between 1973 and 1978. No 
tanks at this facility are subject to 
this regulation as they were either 
constructed prior to these dates, 
or modified after these dates. 

40 CFR 60 Subpart GGG Standards of Performance for 
Equipment Leaks of VOC from 
Petroleum Refineries 

This facility is not a petroleum 
refinery. 

40 CFR 63 Subpart R Nat'l Emissions Standards for 
Gasoline Distribution Facilities 
(Bulk Gasoline Terminals and 
Pipeline Breakout Stations 

This regulation applies to major 
sources of HAP. This source is 
an area source of HAP. 

40 CFR 63 Subpart Y Nat'l Emission Standards for 
Marine Tank Vessel Loading 
Operations 

No gasoline is loaded into barges 
at this facility. 

40 CFR 63 Subpart CC Nat'l Emission Standards for 
HAPs from Petroleum Refineries 

This facility is not a petroleum 
refinery. 

40 CFR 63 Subpart 
CCCCCC 

Nat'l Emission Standards for 
HAPs for Source Category: 
Gasoline Dispensing Facilities 

This regulation applies to area 
sources of HAP at facilities that 
receive gasoline (by tank truck or 
railcar) to dispense into motor 
vehicles. This source is a bulk 
gasoline terminal, not a gasoline 
dispensing facility. 

Nothing in this permit shield shall alter the provisions of §303 of the federal Clean Air Act, 
including the authority of the administrator under that section, the liability of the owner for 
any violation of applicable requirements prior to or at the time of permit issuance, or the 
ability to obtain information by the administrator pursuant to §114 of the federal Clean Air 
Act, (ii) the Board pursuant to §10.1-1314 or §10.1-1315 ofthe Virginia Air Pollution 
Control Law or (iii) the Department pursuant to §10.1-1307.3 of the Virginia Air Pollution 
Control Law. 
(9 VAC 5-80-140) 
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^ e n e r a ^ o n d i t i o n s 

68. Ceneral Conditions-Federal Fnforceability-All terms and conditions in this permit are 
enforceable by the administrator and citizens under thefederal Clean Air Act, except those 
that have been designated as only state-enforceable. 
(9VAC5-80-110N) 

69. general Conditions-Permit Expiration-This permit hasafixed term offive years. The 
expiration date shall be the date five yearsfrom the date ofissuance.Unless the owner 
submitsatimely and complete applicationfor renewal to the Department consistent v^ith the 
requirements of9VAC 5-80-80, the right ofthefacility to operate shall be terminated upon 
permit expiration. 

a. The owner shall submit an applicationfor renewal at least six months but no earlier 
than eighteen months prior to the date of permit expiration. 

b. I f an applicant submitsatimely and complete applicationfor an initial permit or 
renewal underthis section, thefailure of the source to haveapermitorthe operation of 
the source withoutapermit shall not beaviolation of Articlel,Part 11 o f 9 V A C 5 
Chapter 80, until the Board takes final action on the application under9VAC 5-80-150. 

c. No source shall operate after the time that it is required to submitatimely and complete 
application under subsectionsCandDof9VAC5 80 80forarenewal permit, except 
in compliance withapermit issued under Article 1,Part 11 of9VAC5Chapter 80. 

d. I f an applicant submitsatimely and complete application under section9VAC 5-80-80 
forapermit renewal but the Boardfails to issue or deny the renewal permit before the 
end ofthe term ofthe previous permit, (i) the previous permit shall not expire until the 
renewal permit has been issued or denied and (ii) all the terms and conditions ofthe 
previous permit, including any permit shield granted pursuant to9VAC5-80-140, shall 
remain in effectfrom the date the application is determined to be complete until the 
renewal permit is issued or denied. 

e. The protection under subsectionsFlandF5(ii) of section9VAC 5-80-80Fshall 
cease to apply if, subsequent to the completeness determination made pursuant section 
9VAC 5-80-80D,theapplicantfails to submit by the deadline specified in writing by 
the Board any additional information identified as being needed to process the 
application. 

(9VAC 5-80-80 B,C,andF,9VAC5-80-110Dand9VAC 5-80-170 B) 

70. general Conditions-Recordkeeping and Reporting-All records of monitoring 
information maintained to demonstrate compliance with the terms and conditions ofthis 
permit shall contain,where applicable, thefollowing: 

a. The date, place as defined in the permit, and time of sampling or measurements. 

b. The date(s)analyses were performed. 

c. The company or entity that performed the analyses. 

d. The analytical techniques or methods used. 
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e. The results of such analyses. 

f. The operating conditions existing at the time ofsampling or measurement. 
^VAC5-80-110T) 

Records of all monitoring data and support information shall be retainedfor at least five 
yearsfrom the date ofthe monitoring sample, measurement, report, or application. Support 
information includes all calibration and maintenance records and all original strip-chart 
recordingsfor continuous monitoring instrumentation, and copies of all reports required by 
the permit. 
(9VAC5-80-110T) 

71.general Conditions-Monitoring Report-The permittee shall submit the results of 
monitoring contained in any applicable requirement to DEQ no later than Marchland 
Septemberlof each calendar year. This report must he signed hyaresponsihle official, 
consistentwith9VAC5-80-80C, and shall include: 

a. The time period included in the report. The time periods to be addressed are January! 
to^une30and^ulyltoDecember31. 

h. All deviationsfrompermitrequirements.Torpurposeofthispermit, deviations include, 
hut are not limited to: 

i . Exceedance ofemissions limitations or operational restrictions^ 

i i . Excursionsfrom control device operating parameter requirements, as documented 
hy continuous emission monitoring, periodic monitoring, or Compliance Assurance 
Monitoring(CAM) which indicates an exceedance ofemission limitations or 
operational restrictions^ or, 

i i i . Failure to meet monitoring, recordkeeping, or reporting requirements contained in 
this permit. 

c. I f there were no deviationsfrom permit conditions during the time period, the permittee 
shall includeastatement in the report that ^nodeviationsfrom permit requirements 
occurred during this semi-annual reporting periods 
(9VAC580110T) 

72 general Conditions-Annual Compliance Certification Exclusive of any reporting 
required to assure compliance with the terms and conditions ofthis permit or as part ofa 
schedule of compliance contained in this permit, the permittee shall submit to ETAand DEQ 
no later than Marchleach calendar yearacertification of compliance with all terms and 
conditions ofthis permit including emission limitation standards or work practices. The 
compliance certification shall comply with such additional requirements that may be 
specified pursuant to§114(a^3)and§504(b)of the federal Clean Air Act. This certification 
shall be signed byaresponsible official, consistent wim 

a. The time period included in the certification. The time period to be addressed is 
^anuaryltoDecember^l. 

b. The identification ofeach term or condition ofthe permit that is the basis ofthe 
certification. 
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c. The compliance status. 

d. whether compliance was continuous or intermittent, and i f not continuous, 
documentation of each incident ofnon-compliance. 

e Consistent with subsection9VAC5-80-11015, the method or methods usedfor 
determining the compliance status ofthe source at the time ofcertification and over the 
reporting period 

f Such otherfaets as the permit may require to determine the eomphanee status of the 
source. 

g One copy of the annual compliance certification shall be submitted to EPAinelectronic 
format only. The certification document should be sent to thefollowing electronic 
mailing address: R3 APD Perm^^pa ^ v 

( 9 V A C 5 ^ 1 1 0 K . 5 ) 

73. CeneralConditions-PermitDeviationReporting-Thepermittee shall notify the 
Director,Piedmont Regional Office withinfour daytime business hours after discovery of 
any deviationsfrom permit requirements which may cause excess emissionsfor more than 
one hour, including those attributable to upset conditions as may be defined in this permit. In 
addition,within!4days of the discovery,the permittee shall provideawritten statement 
explaining the problem, any corrective actions or preventative measures taken, and the 
estimated duration ofthe permit deviation. Owners subject to the requirements o f9VAC5-
40-50Cand9VAC5-50-50Care not required to provide the written statement prescribed in 
this paragraphfor facilities subject to the monitoringrequirementsof9VAC5^ 
VAC5-50-40. The occurrence should also be reported in the next semiannual compliance 
monitoring report pursuant to Ceneral Condition 70 ofthis permit. 
(9VAC5^0-110T.2and9VAC 5-80-250) 

74. CeneralConditions-Failure/MalfunctionReporting-ln the eventthat any affected 
facility orrelatedairpollution control equipmentfailsormalfunctions in suchamannerthat 
may cause excess emissionsfor more than one hour, the owner shall, as soon as practicable 
but no later thanfour daytime business hours after the malfunction is discovered, notify the 
Director, Piedmont Regional Office byfacsimile transmission, telephone ortelegraph of such 
failure or malfunction and shallwithinl4days of discovery provideawritten statement 
giving all pertinentfacts, including the estimated duration of the breakdown Owners subject 
to the requirements of9VAC5-40-50Cand9VAC 5-50-50Care not required to provide 
the written statement prescribed in this paragraphforfacilities subject to the monitoring 
requirements o f ^ V A C 5-40-40 and9VAC5-50-40. ^hen the condition causing thefailure 
or malfunction has been corrected and the equipment is again in operation, the owner shall 
notifytheDirector,PiedmontRegional Office. 
(9VAC5-20-180C) 

75. general Conditions-Severability-Thetermsofthis permit are severable. I f any 
condition, requirement or portion ofthe permit is held invalid or inapplicable under any 
circumstance, such invalidity or inapplicability shall not affect or impair the remaining 
conditions, requirements, or portions ofthe permit. 
(9VAC5-80-110C.1) 
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76. Ceneral Conditions-Duty to Comply-The permittee shall comply with all terms and 
conditions of this permit. Any permit noncompliance constitutesaviolationofthefederal 
Clean Air Act orthe Virginia Air Pollution Control Taw or both and is groundfor 
enforcement action-for permit termination, revocation and reissuance, or modifications or, 
fordenialofapermitrenewal application. 
(9VAC5-80-110C.2) 

77. ^eneral Conditions-Need to Halt or Reduce Activity notaDefense-lt shall not bea 
defenseforapermittee in an enforcement action that it would have been necessary to halt or 
reduce the permitted activity in order to maintain compliance with the conditions of this 
permit. 
(9VAC5-80-110C.3) 

78. Ceneral Conditions-Permit Modification-Aphysical change in, or change in the method 
of operation of, this stationary source may be subject to permitting under State Regulations^ 
VAC5-80-50,9VAC5-80-1100,9VAC5-80-1605,or9VAC5-80-2000andmayr^^^ 
permit modification and/or revisions except as may be authorised in any approved alternative 
operating scenarios. 
(9VAC5-80-190and9VAC5-80-260) 

79. Ceneral Conditions-Property Rights-The permit does not convey any property rights of 
any sort, or any exclusive privilege. 
(9VAC5-80-110C.5) 

80. Ceneral Conditions-Duty to Submit Information 

a. The permittee shall mmish to the Board, withinareasonable time, any information that 
the Board may request in writing to determine whether cause existsfor modifying, 
revoking and reissuing, or terminating me permit orto determine compliance with the 
permit. Upon request, the permittee shall also furnish to the Board copies of records 
required to be kept by the permit and,for information claimed to be confidential, the 
permittee shall furnish such records to the Board along withaclaim of confidentiality. 
(9VAC5-80-110C.6) 

b. Any document (including reports)requiredinapermit condition to be submitted to the 
Board shall containacertificationbyaresponsible official that meets the requirements 
of9VAC5-80-80C. 
(9VAC5-80-110K.1) 

81. Ceneral Conditions-Duty to Pay PermitFees-The owner of any sourceforwhicha 
permit under9VAC5-80-50through9VAC5-80-300wasissuedshallpaypermitfees 
consistentwiththerequirementsof9VAC5-80-310through9VAC5-80-350.The actual 
emissions covered by the permit programfeesfor the preceding year shall be calculated by 
the owner and submitted to the Department by April 15of each year. The calculations and 
final amount ofemissions are subject to verification and final determination by the 
Department. 
(9VAC5-80-110Tland9VAC5-80-340C) 



Kinder Morgan SoutheastTerminalsTTC-RichmondTerminall 
Termit Number: TRC50258 

Tage24 

82. general Conditions-Fugitive Dust Emission Standards-During the operation ofa 
stationary source or any other building, structure,facility,or installation, no owner or other 
person shall cause orpermit any materials orproperty to be handled, transported, stored, 
used, constructed, altered, repaired, or demolished without taking reasonable precautions to 
prevent particulate matterfrom becoming airborne.Such reasonable precautions may 
include, but are not limited to, thefollowing: 

a. Use, where possible, of water or chemicalsfor control of dust in the demolition of 
existing buildings or structures, construction operations, the grading ofroads, or the 
clearing ofland-

b. Application of asphalt,water, or suitable chemicals on dirt roads, materials stockpiles, 
and other surfaces which may create airborne dust'the paving ofroadways and the 
maintaining of them inaclean conditions 

c. Installation and use ofhoods,fans, and fabric filters to enclose and vent the handling of 
dusty material. Adequate containment methods shall be employed during sandblasting 
or similar operations^ 

d. Open equipmentfor conveying or transporting material likely to create objectionable 
air pollution when airborne shall be covered or treated in an equally effective manner at 
all times when in motions and, 

e. The prompt removal of spilled or tracked dirt or other materialsfrom paved streets and 
of dried sediments resultingfrom soil erosion. 

(9VAC5-40-90and9VAC 5-50-90) 

83. general Conditions-Startup, Shutdown,and Malfunction-Atalltimes, including 
periods ofstartup, shutdown, and soot blowing, and malfunction, owners shall, to the extent 
practicable, maintain and operate any affectedfacility including associated airpollution 
control equipment inamanner consistent with air pollution control practicesfor minimising 
emissions. Determination ofwhether acceptable operating and maintenance procedures are 
being used will be based on information available to the f3oard,which may include, but is not 
limited to, monitoring results, opacity observations, review ofoperating and maintenance 
procedures, and inspection ofthe source. 
(9VAC 5-50-20Eand9VAC 5-40-20 E) 

84. general Conditions-Alternative Operas 
achange between reasonably anticipated operating scenarios identified in this permit, the 
permittee shall record inalog at the permittedfacilityarecord ofthe scenario under which it 
is operating. The permit shield described in9VAC5-80-140 shall extend to all terms and 
conditions under each such operating scenario. The terms and conditions of each such 
alternative scenario shall meet all applicable requirements including the requirements of9 
VAC5Chapter80,Articlel. 
(9VAC5-80-110T) 

85. general Conditions-Inspection and Entry Requirements-The permittee shall allow 
DEQ, upon presentation of credentials and other documents as may be required by law,to 
perform thefollowing: 
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a. Enter upon the premises where the source is located or emissions-related activity is 
conducted, or where records must be kept underthe terms and conditions ofthe permit. 

b. Have access to and copy,at reasonable times, any records that must be kept under the 
terms and conditions ofthe permit. 

c. Inspect at reasonable times anyfacilities, equipment (including monitoring and air 
pollution control equipment), practices, or operations regulated or required under the 
permit. 

d. Sample or monitor at reasonable times substances or parametersfor the purpose of 
assuring compliance with the permit or applicable requirements. 

(9VAC5-80-110K.2) 

86. CeneralConditions-ReopeningEorCause-The permit shall be reopened by the Board i f 
additionalfederal requirements become applicable toama^or source witharemaining permit 
term ofthree years or more. Such reopening shall be completed no later thanl8months after 
promulgation ofthe applicable requirement. No such reopening is required if the effective 
date ofthe requirement is laterthan the date on which the permit is due to expire, unless the 
original permit or any ofits terms and conditions has been extended pursuant to^VAC 5-80-
80T. 

a. The permit shall be reopened ifthe Board or the administrator determines that the 
permit containsamaterial mistake or that inaccurate statements were made in 
establishing the emissions standards or other terms or conditions ofthe permit. 

b. The permit shall be reopened ifthe administrator or the Board determines that the 
permit must be revised or revoked to assure compliance with the applicable 
requirements. 

c. The permit shall not be reopened by the Board ifadditional applicable state 
requirements become applicable toama^or source prior to the expiration date 
established under9VAC5-80-110O. 

(9VAC5-80-110T) 

87. CeneralConditions-PermitAvailabi^ty-^ithinf^ve days after receipt ofthe iss^ 
permit, the permittee shall maintain the permit on the premisesfor which the permit has been 
issued and shall make the permit immediately available to DEQ upon request. 
(9VAC 5-80-150E) 

88. Ceneral Conditions-Transfer ofPermits 

a. No person shall transferapermitfrom one location to another, unless authorised under 
9VAC 5-80-130, orfrom one piece of equipment to another. 
(9VAC 5-80-160) 

b. In the case ofatransfer of ownership ofastationary source, the new owner shall 
comply with any current permit issued to the previous owner. The new owner shall 
notify the Board ofthe change in ownership within 30 days ofthe transfer and shall 
comply with the requirements of^VAC 5-80-200. 
(9VAC 5-80-160) 
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c. In the case ofaname change ofastationary source, the owner shall comply with any 
current permit issued under the previous source name. The owner shall notify the 
Board ofthe change in source name within 30 days ofthe name change and shall 
comply with the requirements of9VAC 5-80-200. 
(9VAO 5-80-160) 

89 general Conditions-Malfunction as an Affirmative Defense 

a. A malfunction constitutes an affirmative defense to an action brought for 
noncompliance with technology-based emission limitations ifthe requirements of 
paragraph2of this condition are met. 

b. The affirmative defense ofmalfunction shall he demonstrated hy the permittee through 
properly signed, contemporaneous operating logs, or other relevant evidence that show 
thefollowing: 

i . A malfunction occurred and the permittee can identify the cause or causes ofthe 
malfunction. 

i i . The permittedfacility was at the time being properly operated. 

i i i . During the period of the malfunction the permittee took all reasonable steps to 
minimise levels ofemissions that exceeded the emission standards, or other 
requirements in the permit. 

iv. The permittee notified the Board ofthe malfunction within two working days 
following the time when the emission limitations were exceeded due to the 
malfunction. This notification shall includeadescription of the malfunction, any 
steps taken to mitigate emissions, and corrective actions taken. The notification 
may be delivered either orally or in writing. The notification may be delivered by 
electronic mail,facsimile transmission, telephone, or any other method that allows 
the permittee to comply with the deadline. This notificationfulfills the 
requirements of9VAC5-80-110T.2.b to report promptly deviationsfrom permit 
requirements. This notification does not release the permittee from the malfunction 
reporting requirement under9VAC 5-20-180 C. 

c. ^ In any enforcement proceeding, the permittee seeking to establish the occurrence ofa 
malfunction shall have the burden of proof. 

d. The provisionsofthis section are in addition to any malfunction, emergency or upset 
provision contained in any applicable requirement. 

(9VAC 5-80-250) 

90CeneralConditions-PermitRevocationorTerminationforCause-Apermitmaybe 
revoked or terminated prior to its expiration date ifthe owner knowingly makes material 
misstatements in the permit application or any amendments thereto or i f the permittee 
violates,fails, neglects or refuses to comply with the terms or conditions of the permit, any 
applicable requirements, orthe applicable provisions of9VAC5Chapter 80 Articlel . The 
Board may suspend, under such conditions andfor such period of time as the Board may 
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prescribe any permitfor any groundsfor revocation or termination orfor any other violations 
ofthese regulations. 
(9VAC 5-80-190Cand9VAC 5-80-260) 

91. CeneralConditions-Dutyto Supplement or Correct Application-Any applicant who 
fails to submit any relevantfacts or who has submitted incorrect information inaperrnit 
application shall,upon becoming aware of suchfailure or incorrect submittal,promptly 
submit such supplementaryfacts or corrections. An applicant shall also provide additional 
information as necessary to address any requirements that become applicable to the source 
after the dateacomplete application was filed but prior to release ofadraft permit. 
(9VAC 5-80-80E) 

92. general Conditions-Stratospheric O^oneProtection-lf the permittee handles or emits 
one or more Classlor 11 substances subject toastandard promulgated under or established 
byEitle VI (Stratospheric C^oneProtection)of the federal Clean Air Act, the permittee shall 
complywithall applicable sections of 40 CPR Part 82, SubpartsAtoP. 
(40CERPart82,SubpartsA-T) 

93. general Conditions-Asbestos Requirements-The permittee shall comply with the 
requirements ofNational Emissions Standardsfor Hazardous Air Pollutants(40CER61) 
Subpart M, National Emission Standardsfor Asbestos as it applies to thefollowing: 
Standardsfor Demolition and Renovation(40CPR61.145), Standardsfor Insulating 
Materials(40CPR61.148),andStandardsfor^asteDisposal(40CER61.150). 
(9VAC5-60-70and9VAC5-80-110A.l) 

94. general Conditions-Accidental Release Prevention-lf the permittee has more, or will 
have more thanathreshold quantity ofaregulated substance inaprocess, as determined by 
40 CER 68.115, me permittee shall comply with the requirements of40CERPart 68. 
(40CERPart68) 

95. Ceneral Conditions-Changes to Permits for EmissionsTrading-No permit revision 
shall be required under anyfederally approved economic incentives, marketable permits, 
emissions trading and other similar programs orprocessesfor changes that are providedfor 
in this permit. 
(9VAC 5-80-1101) 

96. CeneralConditions-EmissionsTrading-v^here the trading of emissions increases and 
decreases within me permittedfacility is to occur wimin the context of this permit and to the 
extent that the regulations providefortrading such increases and decreases withoutacase-
by case approval of each emissions trade: 

a. All terms and conditions required under9VAC 5-80-110, except subsectionN, shall be 
included to determine compliance. 

b. The permit shield described in9VAC 5-80-140 shall extend to all terms and conditions 
that allow such increases and decreases in emissions. 
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c. The owner shall meet all applicable requirements Including the requirements o f 9 V A C 
5-80-50through9VAC 5-80-300. 

(9VAC 5-80-1101) 

S^ate ^ n l v Enforceable Requirements 

97.State-Only Enforceable Requlrements-The following terms and conditions are not 
required under the federal Clean Air Act or under any oflts applicable federal requirements, 
and are not subject to the requirements of9VAC 5-80-290 concerning review of proposed 
permits by TPAand draft permits by affected states. 

a. Odor-not applicable 

b. StateToxlcs Rule-Hazardous alrpollutant (HAP) emissions, as defined by §112(b)of 
the Clean Air Act, from the entire facility shall be less thanlO.Otons per year of any 
individual HAP and less than 25.Otons per year of any combination, calculated 
monthly as the sum of each consecutive 12month period. The permittee shall keep 
records ofthe annual throughput ofHAP. 
(Conditions 27 and28ofthe3/30/15Permit) 

c. Compliance with the opacity standardfor existing sources except during startup, 
shutdown, and malfunction.-Not applicable. 

(9VAC5-80-110Nand9VAC5-80-300) 


